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Kitchen Equipment Reconfiguration (FY2020) at NOB Café, Rimnam Restaurant and Rimbueng 
Restaurant.  

Amendment 001 - Clarifications 

 

NOTE:   

There is no change to the bid deadline.  Bids are due no later than September 28, 2020. 

DBA Insurance is required for this work.  Please reference solicitation documents for additional 
information. 

 

Rimnam Restaurant 

- Change Bain Marie from Gas system to Electric system. 
- Add sliding doors to under counter. 
- Size of Bain Marie: 2400 x 795 x 870 mm. 
- Design per industry standard dimensions 
- The vendor shall install 20A circuit breaker, and cabling work (approx. 30 m.). 
- The cables shall be installed in the raceway from the panel to the building.  Use EMT conduit 

from the raceway to the new equipment 
- The conduit shall be painted (TOA). 
- Voltage: 1 Ph, 50 Hz./220 – 240 V 
- Sneeze guard will be tempered glass (6 mm. thickness). 
- Sneeze guard’s size:  

 

- LED lighting strips shall be installed under the top of the sneeze guard. 
- A short drainage pipe with stainless steel valves needs to be added to basin to release the water 

from Bain Marie. 
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NOB Café 

- Curved sneeze guard as following picture: 

 

- Sneeze guard: provide pricing options for both tempered glass and laminated glass (6 mm. 
thickness) 

- Sneeze guard size will be 1500 mm x 4 pcs and total length is 6000 mm 
- LED lighting strips shall be installed under the top of the sneeze guard. 
- On side of sneeze guard will be attached to the wall. 
- Counter’s refrigerators needs to be adjusted to 2 – 4 degrees.  Compressor, copper pipes, and all 

accessories shall be commercial grade. 
- Counter’s poles need to be cut. 
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Rimbueng Restaurant 

- Change Bain Marie from Gas system to Electric system. 
- Size of Bain Marie: 2230 x 795 x 870 mm. 
- Design per industry standard dimensions 
- Electrical wiring is responsible by the vendor 
- Wall’s painting to cover the wiring is responsible by the vendor. 
- Voltage: 1 Ph, 50 Hz./220 – 240 V 
- Sneeze guard will be tempered glass (6 mm. thickness). 
- Sneeze guard’s size:  

 

- LED lighting strips shall be installed under the top of the sneeze guard. 
- A short drainage pipe with stainless steel valves needs to be added to basin to release the water 

from Bain Marie. 

 

 


