
Statement of Work: Composite Marble Installation at CMR Patio Bathrooms. 

Request to purchase composite marble including installation at the new renovated restrooms at the 

patio area, ground floor of CMR with below details and specification.  

 Installation period shall be done during November 2019. The exactly date shall be informed in 

two weeks advance, working hour is 0700-1600hrs. Monday to Friday.  

 The total area of composite marble is approximately 40 square-meters of floor and 150 square-

meters of wall. The floor marble size shall be 600x 600 mm. with thickness not less than 12 mm. 

the wall marble size shall be 300x600 mm. with the same thickness.  

 The vender shall coordinate with Post Engineer to setup a pattern of floor and wall prior 

installation of composite marble. Pattern shall consist of variety color of composite marble 

(maximum is no more than 3). The majority shall be beige   

 The composite marble shall be made of natural marble chips or grits bonded with polyester 

resin which suitable for wall and floor covering purpose. The ratio of marble chips or grits with 

polyester resin shall be 90/10 (+/-5%) 

 The marble shall be absorption, thermal expansion, homogeneous structure, uniformity of color, 

non-porous which is the cause of humidity, fungus and smelly.  

 Standard specification of composite marble are listed below 

o Water absorption under ASTM C97 shall be less than 0.2% 

o Thermal Expansion under NF P61 -302 shall be less than 20 micro meter/meter-degree 

Celsius  

o Moh’s hardness under EN 101 shall be 3-4 Mohs. 

o Density under ASTM C97 shall be 2400-2550 Kg/cubic meter. 

o Fire resistance under DIN 4102 shall be B1. 

o Compression resistance under ASTM C170 shall be 100-150 MPa. 

o Impact resistance at 20mm of thickness under ASTM C848 shall be good. 

o Abrasion resistance under EN 102 and ASTM C241 shall be 190-400 mm3  

 


